TECHNICAL DATASHEET
OUTDOOR SAFETY SHOE e HECKEL

PERFORMANCE WITH STYLE

MACCROSSROAD TAN 3.0 HIGH °

PRODUCT CODE SIZES WIDTH  WEIGHT* 100%
78203 38 > 48 ‘H 730 g ADVENTURE 3.0 ;':ee:al

EN 20345:2022 + A1:2024

AREAS OF APPLICATION

DR S 6y

MATERIAL

MACSOLE® ADVENTURE 3.0
rubber

OUTSOLE MACABSORB EVA inserts
in forefoot and heel

®
SCUFF CAP MACSOLE® ADVENTURE 3.0

rubber

water-resistant nubuck leather
UPPER textile insert
AAG reinforced heel and sides

CLOSING SYSTEM laces with eyelets and hooks Agile Ankle Guard (AAG)
Reinforcements

LINING mesh 30 polyester

TOE CAP metal-free composite KEY FEATU RES

PERFORATION-

RESISTANT MIDSOLE izl il

ULTRA DURABLE, DESIGNED FOR EXTENDED
LIFESPAN

micofibre top

INSOLE PU foam bottom

GRIP AND SUPPORT FOR AN ALL-TERRAIN
PROFILE

CUSHIONING 85% ABOVE STANDARD
REQUIREMENTS

BOLD COLOR FOR AN AUTHENTIC OUTDOGR
LOOK

RESISTANT TO EVEN THINNER PUNCTURE FOR
ENHANCED PROTECTION
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TECHNICAL DATASHEET
OUTDOOR SAFETY SHOE e HECKEL

PERFORMANCE WITH STYLE

SALES UNIT 1 pair

QUANTITY PER CARTON 10 pairs

STANDARDS

Basic requirements m Heat insulation of the sole n
Perforation resistance (non-metallic insert, 3 mm) E Heat resistance of the outsole m
Fuel and oil resistance of the sole m Ahbrasion resistance of the scuff cap m
Cold insulation of the sole n Slip resistance (ceramic tiles floor + glyceral) m

SUSTAINABILITY

]

PRODUCT
- FREE FROM HARMFUL SUBSTANCES, PER UVEX SHOE BOX MADE WITH
©7 LIST, EXCEEDING REACH REQUIREMENTS 80% RECYCLED MATERIALS
= LEATHER WORKING GROUP TISSUE PAPER MADE WITH
@ CERTIFIED RESPONSIBLE LEAHTER 100% RECYCLED MATERIALS
MATERIAL
OUTSOLE 8% recycled rubber PRODUCTION SITE
INSOLE 55% recycled materials CERTIFIED EN IS0 14001
CARBON FOOTPRINT
13,24 KG CO,E

CALCULATION DATE: 01/2026%

*Informations: values are rounded to two decimal places « Calculation of transport:transport of the product incl. sales surcharge of the product group « Calculatrion
method: IPCC 2021 GWP 100A (based on IS0 14067) Simapro 94.02 with corresponding databases. Those C0, values are valid at thetime of calculation and may be
subject to change * Scope: cradle-to-customer « Unit: kg CO, eq

Updated: 01/2026 - UVEX HECKEL s.a.s. reserved the right to change product features without natice « photos and documents are non-contractual
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